—Fuisting roof sheathing
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| _— __—Tuisting fascia
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| A xisting outrigger
_——+fxisting qable roof truss
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Existing gable truss top chord— /48 lag screw, length to engage stud by 2" min.
Nai to-outrigger with (2) 10d nafls per ost. ~ _—1/4"0 lag screw, length to engage stud by 2" min.

Existing sole plate-
Nail to Joists with (2) 10d nails per joist. ]
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——New Juliet Balcony

_ ——ontinuous sealant between new balcony
1 and existing wall finish
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~——Hxisting 3/4” Siding

—1/2" ¢ through bolt with standard washer, lock washer and nut,
typ. @ ea. o the (4) braces

——Simpson A34 @ top plate to joist, typ. @ ea. side of new steel post

—Simpson HTT16 Strap w/ 10d stub nails or Simpson HDBA with 1/2"9 through bolts

% /" bolt with standard washer, lock washer and nut

typ. at platform and diagonal to wall connections.
N Histing 2x4 wall studs @ 16" o.c.

\ N\ Thisting 5/8" plywood sheathing

~——Hxisting 5/8” rigid insulation board

\ —Remove 6'x6” area of rigid insulation. replace with plywood of equiv. thickness,

.
—New 3"x3"x1/8" A36 tube steel column with 35" x 9" x 1/4” thick base plate, top and bottom.
Height, os req. to fit. (must be less than 90"
Notes;
| %\ i 1/4 base plate with 9/16” 0 driled holes ” '2 Eﬁgeioig%(')aisf
RN — ——Txisting sole plate. Nail to sheathing w/ 10d nails @ 6" o.c. 3. Dead Load: 7 psf
e T —New 1/2" 0 x 4" lag screw, byp. each side of base plate 4. Wind Load Criteria: 130 mph 3-sec qust, Exp. C.
| A 4. Steel shall be A3B.
5. Welding shall be compliant with AWS D1.1.
—New 16" scab(s) to match height of floor joist, positioned 6. Base plate shall be filet welded to the column all around. 1/8" fllet

to engage new lag screw. Secure to side of existing floor joists with (B) 10d nails

.

Wall Elevation Section — Ju

ette Balcony Attachment

with EX7018.

All' exposed fasteners shall be AISC A316 stainless steel.

All straps and fasteners shall be installed per the manufacturer's

instructions to develop the full load of the component.

9. All exposed fasteners shall be installed into predriled holes filed with
sealant and cap sealed with sealant.
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Bill Moll Custom  Aluminum

True Balcony AOW
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