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Type "C" Walkway Type B Unit Lanai Type "A” Stairwel
1%J: . x U4 x J§' Rect. Tube
3
13— 43 x 13" x .093 Sq. Tube
%" x 1" Flat Bar or Tube
2% x 2{ x .095 SQ. Tube Posts
% x %" x J§ Channel
(Mesh Frame)
24
25% % x 3 Flat Bar Center
Mesh Support EA. Side
7" x 2" SQ. Nesh Opening/ %" & Mesh
%" x % Flat Bar
13— 195 x 1% x 093 Sq. Tube
3} i X' Weep Holes Notes;
T 1. Code: 2010 FBC w/ 2009 Supplement
4 2 Extruded Bar and Tube: ASTM B221/B22IN, Alloy 6063-T5/T52.
L 3. Plate and Sheet: ASTM B209/B209M, Alloy 6061-T6.
= 4. Al components shall be welded using an ER 5356 0.125"fillet ane side
of the member connection. Welds shall be compliant with AWS D.1.2.
5. Mechanical connections shall be (2) #0 stainless steel drill paint,
e . washer head screws of sufficient length to fully joined materials.
RO || m D etO || 6. Design of concrete curb is by others and is assumed to be adequate
g for transfer of loads from the post buses.Installation of concrete
screws shall be in strict accordance with the manufacturers
instructions.
7. Al components shall be welded using an ER 5356 0.125"fillet ane side
of the member connection. Welds shall be compliant with AWS D.1.2.
8. Mechanical connections shall be (2) #0 stainless steel drill point,
washer head screws of sufficient length to fully joined materials.
9. Design of concrete curb is by others and is assumed to be adequate
for transfer of loads from the post bases.
10.  NON-Shrink, NON Metallic Grout: Provide Premixed, Factory-Packaged,
NON-Staining, NON-Corrosive, NON-Gaseous Grout Complying with
ASTM C1107. Provide Grout Specifically Recommended By Manufacturer
CTy—— (o for Interior and Exterior Applications.
NAVFAC=Hawaii Ppe é 1. Aluminum coating shall have an AAMA 2605 performance rating.
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